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On-site Assessment 
Tunnel Locomotive – A67 
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 Test ref:  Candidate 

name: 
 Make and 

model: 
 

Tester 
name: 

 Candidate ref:  Duration:  

Tester ref:  Start time of assessment:   

Endorsements:  A  B   C   D   E  Date of assessment:   

Location of assessment: ..............................................................................................................................................................................................................................  
 
 

All activities must be carried out according to: Manufacturers’ requirements, Legislation, Regulations, Codes of Practice, with additional requirements where indicated 

Activity Additional standards required including: Standards 
Met Y/N Comments 

1. Prepare the machine for work. Full pre-start and running checks completed. Identify 
pre-use check information from the operator’s 
manual. Appropriate use of PPE. Correct method of 
entry/exit of machine. Confirmation of communication 
of signals. Couple rolling stock.  Configure for travel. 

  

2. Travel. Machine configured for travel. Faced direction of 
travel, speed matched conditions and operations. Full 
observation prior to and during travel. Contact 
avoided with obstructions whilst manoeuvring. Travel 
to loading/discharging point while pushing and pulling 
loaded and unloaded rolling stock. 

  

3. Working Tasks. Locomotive positioned for loading. Correct use of 
hydraulic controls. Followed signals. Received loads.  
Discharged/removed, allowed passengers to 
board/disembark at given locations.  Correct use of 
communication and signals used. Loads secured. 
Remained within the confines of the cab. Safe place 
selected while being loaded. Observation maintained.  
Correct application of brakes. Lighting and signals 
used correctly. 
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On-site Assessment 
Tunnel Locomotive – A67 

Activity Additional standards required including: Standards 
Met Y/N Comments 

4. Completing work and shut down Train parked in the correct location and secured. 
Uncoupled rolling stock at the given location and 
secured. Shut down and secured as per 
manufacturers instruction 
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The Candidate has been successful if ALL items are met (please tick) 
I confirm that I have carried out the assessment in accordance with CPCS requirements and that the Candidate has: Achieved  Not 
Achieved  
Should the Candidate be graded ‘Not achieved’, a period of training or experience is advised prior to the assessment being re-attempted 
 

Candidate signature: ................................................................. Tester signature: ..............................................................................................  


