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Advanced technical test - Practical  
Slinger/Signaller - A40 

Resources required - Additional 

Endorsements 
A & B 

• LOAD 4 
1 x load being a tube or structure not less than 6 metres in length 
able to be lifted onto one of the ends. (Care must be taken to 
ensure that the lifting gear for load 4 is secure from horizontal to 
upright) 

Endorsements 
C, D & E 

• A vehicle bed or trailer which may be simulated but having the 
same dimensions (appropriate bed access and egress systems 
must be in place) 

• Chain slings with shortening clutches, tag lines and other 
appropriate intermediate connecting accessories 

Activity instructions - Additional 

Endorsements 
A & B 

• Lift LOAD 4 to within several degrees of vertical on one of the ends. 
When vertical to the satisfaction of the tester, replace back to 
horizontal 

Endorsements 
C, D & E 

• Prepare LOAD 2 for lift. The load is to be located at ground level. 
Lift the load onto the vehicle bed. On completion land the load and 
detach the accessory. The hook/machine must be moved away 
from the load 

• Re-attach LOAD 2 and land back at the original start point 

Activity measurements - Additional 

Test timings 
• The test must be completed within:  

- Endorsement A = 1 hour and 30 minutes 
- Endorsements B to E = 1 hour and 20 minutes 
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Advanced technical test - Practical  
Slinger/Signaller - A40 
Basic details 

Test ref:  Candidate name:  
Tester name:  Candidate ref:  
Tester ref:  Date of test:  
Endorsement:     A   B  C  D  E  Start time of test:  
Make and model:  Duration:  

 

Mandatory Correctly carried out during the test? Y/N 

Preparing 

 1 Checked all accessories for function and serviceability  
 2 Checked certification is in-date and applied to relevant accessory  
 3 Unserviceable accessories identified  
 4 Unserviceable accessories impounded/clearly marked  
 5 Certification not in date identified  

Setting up 

 6 Landing positions checked and safe prior to lifting and landing loads  
 7    Correct lifting accessory identified on request  
 8 Intended load travel route (Inc. pick-and-carry duties) clear of hazards  
 9 Communication procedures established with others involved with the lift  
10 Weight and C of G of each load established  
11 Relevant lifting accessories selected for each load  

Working 
tasks 

12 Lifting accessories attached to each load  
13 SWL or WLL of lifting accessories not exceeded at all times  
14 Load integrity and stability maintained at all times  
15 Loads did not contact any obstructions or the machine  
16 Communication clear, precise and understood by all involved  
17 Lifting equipment hoist line vertical as each lift commences (A and B)  
18 Loads not damaged during lifting, moving and placing  
19 Load kept under control during lifting, movement and travel  
20 Loads secure and stable after removing accessories  
21 Personnel kept clear of underside of loads  
22 Load handler clear of moving machine during pick and carry duties  

Completing 23 Lifting accessories removed and stored  

Other 24 Legislation, manufacturers’ and health and safety requirements complied with  
25 Test completed within the given time  

   

All of these items must be awarded Achieved / Not 
achieved 

 

Faults Candidate incorrectly carried out the 
following: Fault Mark Penalty 

Travelling 
 1 Full observation before moving the load  2  
 2 Full observation whilst guiding and landing the load  2  

Working 

 3 Load placing at the given points within the given tolerance  3  
 4 Lifting accessories kept clear of ground  2  
 5 Each load checking for integrity prior to moving (by weight 

of load taken but not raised above ground level)  3  

 6 Exclusion zone maintained  2  
 7 Hand lines correctly fitted and used  2  
 8 Loads level during lifting and moving (except of LOAD 4)  2  

Not exceeded five penalties Total penalties  
   

 Achieved / Not achieved 
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